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Temporary Erosion Control Blankets (ECB’S) 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The above information is to the best of our knowledge accurate, but is not intended to be considered as a guarantee.  Any implied warranty for a particular use or purpose is excluded.  If the Product does not meet the above 
properties, and notice is given to US Fabrics, Inc., the product will be replaced or refunded. (10/2007). 

PRODUCT DESCRIPTION TYPICAL PROJECTS MAXIMUM 
FLOW 

APPLICATION LONGEVITY 

SSB 
Single net stitched wheat 
straw blanket with avg. 

shear stress of 2.0 lbs./ft. 

Roadside slopes, mine 
lands and other low 
maintenance areas 

5 3:1 - 4:1 Slopes 6 - 8 Months 

DSB 
Double net stitched wheat 
straw blanket with avg. 

shear stress of 2.0 lbs./ft. 

Roadside slopes, mine 
lands and other low 
maintenance areas 

6 
2:1 - 3:1 Slopes 
Moderate Flow 

Channels 
6 - 8 Months 

SCB 

Double net stitched 
blanket with blended 

coconut fiber and wheat 
straw avg. shear stress of 

2.25 lbs/ft. 

Highways, Mines, Pipelines 7 
Low to Moderate 

Erosion Conditions 1 - 3 Years 

CB 
Double net blanket with 
coconut fill, avg. shear 

stress of 3 lbs/ft. 

Steep embankments, 
drainage channels, landfill 
side slopes and other long-

term protection areas 

11 1:1 Slopes 3 Years 
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