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Woven Filtration 
 
A Woven Monofilament Filtration Geotextile made of 100% Polypropylene Yarns.  This product is 
specifically designed for drainage and filtration applications.  Having a Percent Open Area of 5%, gives 
this product excellent hydraulic properties, while reducing the chances of clogging. 

    

 

 

 

 

 

 

 

 

 

 

 

 

PROPERTY TEST METHOD ENGLISH METRIC 

Tensile Strength ASTM D-4632 275 x 390 lbs 1224 N x 1736 N 

Elongation @ Break ASTM D-4632 20 % 20 % 

Mullen Burst ASTM D-3786 550 psi 3785 kpa 

Puncture Strength ASTM D-4833 135 lbs 601 N 

Trapezoidal Tear  ASTM D-4533 105 x 125 lbs 467 N x 556 N 

Apparent Opening Size ASTM D-4751 50 US Sieve 0.30 mm 

Permittivity ASTM D-4491 0.51 Sec -1 0.51 Sec-1 

UV Resistance, % Retained ASTM D-4355 90 % 90 % 

Percent Open Area CWO-22125 5 % 5 % 

Flow Rate ASTM D-4491 35 gal/min/sf 1426 1/min/m2 
 
 
 
The above information is to the best of our knowledge accurate, but is not intended to be considered as a guarantee.  Any implied warranty for a particular use or purpose is 
excluded.  If the Product does not meet the above properties, and notice is given to US Fabrics, Inc., the product will be replaced or refunded. (10/2007). 
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