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US Poly Net 

US Poly Net is a woven, flexible, open weave, photodegradable, erosion control blanket designed to aid in revegetation by 
holding seeds and soil in place until vegetation is established. US Poly Net is manufactured from perpendicular rows of 
polypropylene photodegradable spun and slit tape yarns woven into a dimensionally stable matrix. When fully saturated, 
US Poly Net will meet or exceed the property values listed below. Installation guidelines: 6” x 1” x 6” staples are 
recommended at a rate of 2 ½ staples per square yard. 

PROPERTY TEST METHOD ENGLISH METRIC 

Weight, per square yard ASTM D-5261 1.75 oz/sy 59 g/m2 

Aperture Size Measured 0.10 x 0.12 in 2.5 x 3.0 mm 

Moisture Absorption ASTM D-570 0.01% (max) 0.01% (max) 

Tensile Strength ASTM D-5035 450 x 250 lbs/ft 6.7 x 3.7 kN/m 

Tensile Strength ASTM D-4632 35 x 20 lbs/in 150 x 90 N 

Elongation @ Break ASTM D-4632 45% (max) 45% (max) 

Mullen Burst ASTM D-3786 75 psi 515 kPa 

Smolder Resistance FTMA-CCC-5-191B yes yes 

COMPARATIVE PREFORMANCE OF EROSION CONTROL BLANKETS                                                                                  
ON SAND AND CLAY, 2:1 SLOPES RELATIVE TO BARE SOIL 

  

The above information is to the best of our knowledge accurate, but is not intended as a guarantee.  Any implied warranty for a particular use or purpose is excluded.  If the product does not meet the 
above properties and notice is given to US Fabrics Inc., the product will be replaced or refunded. (09/2006). 
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